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Pilot Lights (Unibody)
Package Quantity: 1

Shape Lamp Operating Voltage Part No. ➁ Lens Color Code

Flush
Full Voltage

LED

6V AC/DC YW1P-1UQ2➁

A:  amber
G:  green
PW:  pure white
R:  red
S:  blue
W:  white
Y:  yellow

12V AC/DC YW1P-1UQ3➁

24V AC/DC YW1P-1UQ4➁

100/110V AC YW1P-1UQH➁

230/240V AC YW1P-1UQM3➁

Flush Marking 
Full Voltage

LED

6V AC/DC YW1P-1BUQ2➁

12V AC/DC YW1P-1BUQ3➁

24V AC/DC YW1P-1BUQ4➁

100/110V AC YW1P-1BUQH➁

230/240V AC YW1P-1BUQM3➁

Extended
Full Voltage

LED

6V AC/DC YW1P-2TUQ2➁

12V AC/DC YW1P-2TUQ3➁

24V AC/DC YW1P-2TUQ4➁

100/110V AC YW1P-2TUQH➁

230/240V AC YW1P-2TUQM3➁

Dome
Full Voltage

LED

6V AC/DC YW1P-2UQ2➁

12V AC/DC YW1P-2UQ3➁

24V AC/DC YW1P-2UQ4➁

100/110V AC YW1P-2UQH➁

230/240V AC YW1P-2UQM3➁

Dimensions
Flush

1042.0

ø2
9.

8
Panel Thickness 0.8 to 6

42.0 9.5

ø2
9.

8
Panel Thickness 0.8 to 6

Gasket

Locking Ring
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Dome

Panel Thickness 0.8 to 6

M3.5
Terminal Screw

Locking Ring

Gasket

Extended

15.542.0
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Panel Thickness 0.8 to 6

Locking Ring
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Gasket

Flush Marking 
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